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Property Standard Value

Color - Golden Maple

Thickness - 2mm 

Surface Finish Effect (Friction) ASTM F2772 Passed

Ball Bounce ASTM F2772 Passed

Vertical Deformation ASTM F2772 Passed

Force Reduction (Shock Absorption) ASTM F2772 60% average

Warranty - 1 year

Property Standard Value

Density D3575 2.8 Lb./ft³

Dimensions (Surface Area) Approx. 3.44 ft. X 5.17 ft.

Dimensions (Total Area) Approx. 3.69 ft. X 5.42 ft.

Weight – Base and Surface Approx. 21 lbs. approx.

Base Thickness D3575 45 mm (1.77”)

Total Thickness D3575 47 mm (1.85”)

Installation Type D3575 Floating/Interlocking

Compressive Strength @ 75% D3575 111 psi

Tensile Strength D3575 67 psi

Tensile Elongation D3575 16 %

Tear Strength D3575 16 lb./in.

Resilient Surface Properties

EasyCourt is a portable court comprised of 5.14’ x 3.44’ 
tiles that securely lock together on all sides. The maple 
woodgrain pattern has the look of a hardwood surface, 
offering an aesthetic that is much more desirable than 
the appearance of molded plastic tiles. EasyCourt 
combines an Omnisports Compact 2.0 mm surface 
with a high-density foam and meets two critical and 
underserved needs in the portable sports market: 
faster installation time and better sports performace.

Technical Characteristics

Warranty Protection
1- year product warranty 

Information 

    60% AVERAGE SHOCK ABSORPTION  
FOR INDUSTRY-LEADING COMFORT 
EasyCourt has an average shock absorption that is 
30% to 50% above most portable alternatives.

    A FULL COURT IN APPOXIMATELY 45 MINUTES 
With a crew of 8 and no prior experience, the 
system can be installed in approximately 45 
minutes or less.

    EASY-TO-HANDLE LIGHT WEIGHT TILES 
Individual tiles weigh less than 25 lbs, which means 
EasyCourt can be installed by almost anyone.

    DEVELOPED FOR COMPETITIVE BASKETBALL  
AND VOLLEYBALL TOURNAMENTS 
EasyCourt provides better performance  
on a portable surface

Available Colors
Compatible substrates include: properly constructed and prepared concrete, wood, asphalt, and cementitious 
underlayments. Refer to current installation guidelines, ASTM F710, ACI 302.2R, and other industry standard 
recommendations for more information. Tarkett Sports reserves the right to modify these specifications without 
affecting their compliance with standards. Some results may  vary in relation to certain flexibilities found within 
specified testing procedures and manufacturing tolerances.
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tarkettsportsindoor.com
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